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Bauteile nur in 

ZS7200-Z021 verbaut.
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Bauteil nur in 

ZS7200-Z015 verbaut.

Flanschgehäuse ist von der 

Produktnummer abhängig!
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Die Informationen in dieser Druckschrift enthalten lediglich allgemeine Beschreibungen bzw. Leistungsmerkmale, welche im konkreten Anwendungsfall nicht immer in der beschriebenen Form zutreffen

bzw. welche sich durch Weiterentwicklung der Produkte ändern können. Die gewünschten Leistungsmerkmale sind nur dann verbindlich, wenn sie bei Vertragsabschluss ausdrücklich vereinbart werden.
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Montageanleitung B17 Hybrid

konfektionierbares Flanschgehäuse mit Crimpanschluss, axial,

3x2,5mm² + 4xAWG22, ENP: Powerbuchse / Datenstift

Achtung: Ansicht von Kabelausgang 

dargestellt! Auf richtige Farbwahl achten!
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Schirmblech einseitig ein-

haken und gegenüberliegende 

Lasche verrasten.

 

Laufrichtung beachten!

Achtung: Ansicht von Steckgesicht dargestellt!
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Schirm mit Kupferband 

umkleben. Schirm darf 

nicht über Kupferband

hinaus ragen.
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Codierung 3
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Farbmarkierung 

optional!

Abb. 

ähnlich 

Zentrierring wird nur 

in ZS7200-Z021 verbaut,

Flachdichtung in

ZS7200-Z015 und

ZS7200-Z021!

Sicherungsring in 

Nut verrasten!

1x
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The information provided in this brochure contains merely general descriptions or characteristics of performance which in case of actual application do not always apply as described 

or which may change as a result of further development of the products. An obligation to provide the respective characteristics shall only exist if expressively agreed in the terms of contract.
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ZS7200-Z017
ZS7200-Z019 ZS7200-Z015

ZS7200-Z021
ZS7200-Z025ZS7200-Z023

Components only

installed in ZS7200-Z021.

Component only

installed in ZS7200-Z015.

Flange type depends on

product number!

Attention: View from cable outlet!

 Consider the right choice of colors!

 

Assembly instruction B17 hybrid

field attachable flange housing with crimp connection, axial,

3x2.5mm² + 4xAWG22, ENP: power (female) / data (male)

parts list

Please consider the cable direction!

Attention: View from mating side!
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shielding 

braid
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Stick the copper band 

around the shielding 

braid. Shielding braid 

must not protrude 

beyond the copper band.
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coding 1
coding 2

coding 3

Push the shield on the 

first side and snap on 

the opposing latch.

heat shrink

tube

max. 8

clip

power

contacts

(3x)

clip data

contacts (4x)

width across

flats 30

Lock retaining

ring in the groove!

Centering ring is used 

only in ZS7200-Z021,

flat seal is used in 

ZS7200-Z015 and

ZS7200-Z021!

fig.
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Color marking

optional!
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